Portable cabins for medical examination.

A: General Specifications of the cabin.

€ Portable use.

€ Robust architectural design, standard IP 65 weatherproof protection.
€ Rapidly deployed & quick to relocate if required.

@ Can be used on multiple sites.

€ Operating temperature -15C to +50C

@ external dimensions 2,25mX5,40mX2,40m(H)



€ Internal dimensions 2,05mX5,20mX2,20m(H)
@ Full galvanized metal frame.

€ Walls made of 40 mm Pur panels.

€ Roof made of 50 mm Pur panels.

€ External color silver metallic RAL 9006.

9 Internal color white RAL 9002

@ Electrical installation 220V with switch box, roof light, 3 triple
sockets , line for AC.

@ Flood lights switched independently front and back.(at the 4 corners
of the cabin)

@ Light over the door.

€ Strong ventilation fan for intake of fresh air.
€ Aluminum door with fixed window. 1 pc

€ Door is swing type with a vision panel on it.
€@ Mode of opening: Outward.

€ Aluminum windows with double glazed glasses, openable outward as
per plans.

@ Glasses will be tinted.
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@ Subfloor made of galvanized

corrugated sheets on galvanized metal
beams.

@ Lifting/tie-down points at each corner.

@ Curved corners
€@ A/C unit 12.000 btu cool-heat inverter Type.
€ Extinguisher 2kg.
@ WC -1 pc with:
- ceramic wash basin with large mirror

- flush seated toilet
- paper holder



@ Shower - 1 pc with:

- water heater SOL
- non-slip floor
- folding door

B: Medical examination accessories.
€ Examination bed with doctor’s chair

€ Doctor’s small office with 3 chairs.
€ Examination light

€ Storage for files

€ Storage for medicines

C: General Specifications of the generator. (Optional).
@ Manufacturer: HYUNDAI

@ warranty: 1 year

€@ KVA/ Hp: 7,00/10,00

@ Weight: 160 kg

@ Fuel: Diesel

9 Motor: Air cool

@ Tank: 17 liters

€ Noise: (dB) 72,6

€ Continues operation: 16hr
€ Voltage: 220/380v

€ Frequency: 50hz



